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CONDUIT PIPE

CONDUIT DEFLECTION FITTING

3" MIN., 6" MAX. (CONDUIT AND
THREAD CAST OUTSIDE STRUCTURE)

CONCRETE CONCRETE

CONDUIT PIPE

PREMOLDED JOINT FILLER
SEE STANDARD PLANS

1'-0" LONG EXPANDED
POLYSTYRENE SLEEVE
AROUND CONDUIT

CONDUIT FITTING - TYPE DX FOR DEFLECTION OF 30° AND ¾" MOVEMENT.
CONDUIT PIPES PLACED THROUGH RETAIING WALL TRAFFIC BARRIER SHALL 
BE FITTED WITH DEFLECTION FITTINGS AT A MAXIMUM SPACING OF 120 FEET.
THE DEFLECTION FITTINGS SHALL BE PLACED AT THE TRAFFIC BARRIER OPEN
JOINT THAT COINCIDES WITH THE RETAINING WALL STEM EXPANSION JOINT 
NEAREST TO THE TRANSVERSE CONSTRUCTION JOINT IN THE WALL FOOTING.

CONDUIT DEFLECTION FITTING B

 

3" MIN., 6" MAX. 
(CONDUIT & THREAD 
CAST OUTSIDE STRUCTURE)

CO
N
CR

ET
E

CONDUIT PIPE

CONDUIT
DEFLECTION FITTING

S
O
IL

CONDUIT FITTING - TYPE DX FOR DEFLECTION OF 30° AND ¾"
MOVEMENT.  PLACE AT CONDUIT PIPE EXIT FROM STRUCTURE

CONDUIT DEFLECTION FITTING A
CONDUIT DEFLECTION FITTING FOR DEFLECTION 
OF 30° AND ¾" MOVEMENT.  PLACE AT CONDUIT 
PIPE EXIT FROM STRUCTURE.

CONCRETE STRUCTURE

CONDUIT PIPE

CONDUIT DEFLECTION FITTING

CONDUIT
DEFLECTION
FITTING

SOIL
3" MIN., 6" MAX. 
(CONDUIT AND THREAD
CAST OUTSIDE STRUCTURE)

CONDUIT EXPANSION &
DEFLECTION FITTING
CENTERED ON JOINT.

¢ CONDUIT

CONDUIT OPEN JT. OR 
JT. WITH FILLER

1¼" THICK EXPANDED POLYSTYRENE
COLLAR WITH CENTER HOLE FOR SNUG
FIT ON EXPANSION FITTING. OMIT
WHERE JOINT IS OPEN & EXCEEDS ¾"

1½
"

CONDUIT EXPANSION FITTING ~ TYPE 1
FOR RETAINING WALL JOINTS, RETAINING WALL 
TO BRIDGE JOINTS & OTHERS AS SPECIFIED

BONDING JUMPER

3'-0" LONG EXPANDED POLYSTYRENE
SLEEVE AROUND CONDUIT.  DUCT
TAPE SEAMS AND ENDS TO SEAL
AND PREVENT CONCRETE FROM 
BONDING WITH FITTING AND CONDUIT

EXPANSION JOINT
CONDUIT EXPANSION
FITTING, PVC COATED

CONDUIT FITTING - (TYPE AX FOR MOVEMENT OF ± 2")
AT BRIDGE EXPANSION JOINTS.  INSTALL SAME AX FITTING
AT WALL AND STRUCTURE INTERFACES.

CONDUIT PIPE SIZED
PER WIRING SCHEDULE

¾
"

CONDUIT EXPANSION FITTING


